8 7 6 5 4 3 2 1
v' | Poles |A+0.35]|B+0.30 17 [163.6| 152
02 211 | 9.5 18 |173.1]161.5 D
* 1 03 | 30.6 | 19 |3 |Poles |A+0.50|B+0.45
A (Px9.5)+2.1 04 | 40.1 | 28.5 19 |182.6| 171
9,50+0.08 S 05 [ 49.6 | 38 20 [192.1]180.5
B (P-1x9.5 S./5*010 & 06 | 59.1 | 47.5 21 |201.6] 190
Y 2 | Poles [Az0.40[B+0.35 22 [211.1]199.5
. p) 07 [68.6 | 57 23 [220.6] 209 ||
08 78.1 | 66.5 24 |230.1(218.5
g P < > < 09 | 87.6 | 76 | 4 |Poles |A+0.55|B+0.50
GB GB GB O O O 10 97.1 | 85.5 25 |239.6| 228
1 I AN Sl NI =t 11 [106.6] 95 26 |249.1]237.5
il | | L | | 12 [ 116.1[104.5 27 [258.6] 247
R T 0 | Poles |A20.45]B:0.40| | 28 |268.1|256.5 c
© 13 [125.6| 114 29 |277.6| 266
14 |135.1[123.5 30 (287.1]275.5
* * o
4 5 A& %0 = 15 [144.6] 133 31 [296.6] 285
7.70%010 1,80%0.10 16.40£0.10 g 16 |154.1]142.5 32 |306.1(294.5
D ' S Screws Torque: 7 In—Lb
7 F M *3 7 Wire Range: 14~22 AWG -
//A‘\ Rated: 10 Amperes.AC250V
(NN % (U CED AE rCQ——C Operation Temperature: —55°C~+95°C
piN D ] =t Insulation withstands volt: AC2000V min
VN A S Insulation resistance: >1000MQ DC500V
— 1 [an]
=l = e | il Part ;
U [ U U U Number:
\9,5010.08 \1,4010.10 0.80%0.10 £With Cover
— 02~32 Poles
) Material Plating/Finish Remark
Size update From 18.91019.0
(2024/08/12) | A |Insulating body| Barrier PA66 Black —
Size update From 16.3 t0 16.4 - .
pdat 205 4;03 ) | B Terminals |Brass Tin
Size update From 20.0to 18.9 C [Screws Steel Nickel
(2018/01/18)
Size update From 16.5t016.3 D |Cover PC
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